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W AWASTEQUIP COMPANY

461 E. Rosser Drive P.O. Box 220
Winamac, IN 46996
(800) 285-0666 (219) 946-6631
Fax # (219) 946-4579

ALC-EX-392 & ALC-OR-392
Hydraulic Specifications

Valve: 2 Spool (OR Model) or 3 Spool (EX Model)

Working Pressure: 2000 PSI

Maximum Pressure: 2500 PSI

Hydraulic Fittings Throughout

Hydraulic Hoses: SAE 100R-2, 5,000# PSI MAX., 2,500 PSI Working

Lift Cylinders: 6"-5"-4" X 173 1/2" DA Telescopic

Winch Cylinders: 7" X 108" DA, 3" Ground, Polished and Chrome Rod

Tail Cylinder (EX Model Only): 3-1/2" X 60" DA, 2-1/2" Ground, Polished and
Chrome Rod

Hoist Time Up: 62 Seconds

Hoist Time Down: 11 Seconds

Container On Time: 62 Seconds

Container Off Time: 50 Seconds

Tail Out (EX Model Only): 9 Seconds

Tail In (EX Model Only): 4 Seconds
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YA7 A WASTEQUIP COMPANY

461 E. Rosser Drive P.O. Box 220
Winamac, IN 46996
(800) 285-0666 (219) 946-6631
Fax # (219) 946-4579

ALC-EX-392 & ALC-0OR-392
Hoist Specifications

Manufacturer's Rated Capacity: 60,000#
*Maximum Factory Tested Lifting Capacity: 60,000#
*Maximum Factory Tested Pull On Capacity: 60,0004#
Hoist Frame: 10" X 4" X 3/8"Rect. Tubing ASTM A-500 Reinforcement with'3/8" X 3%
(T1) Wear Strip
Approx. Mounted Weight: Front:5,380#-Rear: 11,200 - Total: 16,580% (Includes Trailer Chassis)
Cable: 7/8" X 91% 6 X 37 EXIWRC Regular Right Lay
Cable Pick Up End: Cast Steel Swivel
Cable Sheaves: 5-10" Sheaves with 2-1/2" Bronze Bush Bearings
Cables Sheaves Shafts: 2-1/2" CRS Greasable
Cables Sheaves Guides: 4" Channel
Side Rollers: 4" OD X 2" ID with Bronze Bushing Bearings
Side Roller Shafts: 2" CRS Greasable
Rear Ground Roller: 6-5/8" OD X 23" Greasable
Rear Ground Roller Shafts: 2" CRS
Front Container Stops: 1-1/2" Plate Steel
Rear Container Hold Down: Stationary Mechanical Type
Winch Cylinder Rod Covers: 3/8" X 3" A36 Steel
Rear Hinge Butt: 2-1-1/4" Plate Steel Each Side - Greasable Free Floating Hinge Shaft
Rear Hinge Shaft: 2-1/2" CRS with Grease Fittings
Upper Lift Cylinder Shaft: 2-1/2" Solid CRS
Lower Lift Cylinder Shaft: 2-1/2" Solid CRS
Lower Lift Cylinder Mounting Plate: 3/4" Plate Reinforced
Recommended Container Lengths: 220" to 26'
*22 Ft. Container - Water Level Load Performed On Hard Surface Under Ideal Conditions
Manufacturer Reserves The Right To Alter The Above Specifications In An Effort To Improve Its Products
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W A WASTEQUIP COMPANY

461 E. Rosser Drive P.O. Box 220
Winamac, IN 46996
(800) 285-0666 (219) 946-6631
Fax # (219) 946-4579

ALC-EX-392 & ALC-OR-392
Chassis Specifications

Main Frame: 11-3/4" Rear Section & 21-3/4" Center Section I Beam Fabricated
Web Section: 1/4", 50,000 PSI Steel
Top Flange: 5/8" X 5", 100,000 PSI Steel
Bottom Flange: 5/8" X 5", 100,000 PSI Steel

Goose Neck: 12-3/4" Fabricated

Landing Gear: 180,000# 2 Speed

Fifth Wheel Pin Setting: 24"

Fifth Wheel Plate: 5/16" HT 50,000 PSI

Front Fenders: 1/8" Aluminum Tread Plate

Hand Brake: Air Operated

Suspension: NEWAY RL-228 67,500# Capacity, Air Ride with Solid Steel Blockout
and Automatic Leveler Controls

Axles: Three 22,500# Axles 5" X 5/8" Wall

Brakes: ABS Type Brakes

Rims: 825X 225

Tires: 11R X22.5

Bumper: 7" Reinforced Boxed Channel with Recessed Seal Beam Lights

Lights: Lights, Flaps and Reflectors as Required by D.O.T.

Rear Fenders: 1/8" Aluminum Tread Plate
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VA7 A WASTEQUIP COMPANY

461 E. Rosser Drive P.O. Box 220
Winamac, IN 46996
(800) 285-0666 (219) 946-6631
Fax # (219) 946-4579

ALC-EX-392 & ALC-OR-392
Trailer Wet Kit Requirements

Pump: Gear Type, 35 GPM @ 1500 RPM

Tractor Relief Valve: 2200 PSI

Suction Strainer: 50 GPM 100 Wire Mesh with 3 PSI Bypass

Return Filter: 25 Micron with 15 PSI Bypass

Oil Reservoir: ;50 Gallons Minimum

Return Line Size: 1-1/4"

Pressure Line Size: 1"

Shut Off Valve: 1-1/4" Gate (on suction port of reservoir)

Connecting Fittings:  Pressure - 1" Female Screw Type
Return - 1-1/4" Male Screw Type




