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Why make two trips when you
can get the job done in one? The
Galbreath Pup Trailer enables
you to transport two containers
at once. One on the pup trailer
and the other on a roll-off hoist.
Save time and money

by hauling two loads
at once and cut
your travel
time in half.
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*  Axles - 22,500 Ib. Capacity 5" Round *  Fifth Wheel Plate - 5/16" Hi-Tensile Reinforced
*  Suspension - Air Ride and Spring Ride *  Fifth Wheel - Fixed with Polymer Wear Disc
Capacity 22,500# per axle with Ride * Lighting - ICC Approved, Seal Beam Type
Height & Load Height Controls and Sealed Wiring Harness
* Tires Carrying Capacity - 20,2804 Rated Cap. * Safety Cables - (2) 1/2" x 150" Cable Assembly
* Brakes - 16-1/2" x 7" Air with Automatic * Electric Connections - 7-way
Slack Adjusters * Front Bulkhead - Rectangular Tube
*  Drums - Cast Spoke with Oil Seals * Dolly Frame - Rectangular Tube
* Rims-825x225 * ICC Bumper - Rigid
* Tires - 255/70R-22.5 *

Kingpin - 2-7/8"

GALBREATH INCORPDRATED
Carporate Dffice

Rosser Drive, P.O. Box 220
Winamac, Indiana 46996
800-285-0666 ~ FAX 219-946-4579
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[ Highway 75 South, Route 1, P.O. Box 160
TR \ar, Alabama 35981
800-964-6478 « Fax 205-657-6147
ICAUTION This equinment sfiould be operatad by proerly trained personnel. lmproper use, misuse, of lack of maintenance coukd causa
mjury to persons andr praperty. Phatos used in this brachura are ilustratie odly. We resecve the right 1o make ohanges at any time
without otica. Information contained in this literature is intended to be the most acourate availabte at time of printing. G-05-124
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= Pup Trailers -

Models
SP2A - 279"
AP2A 274 3/16"
120”7
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Rated GVWR up to 40,000#
Approx. Wts. SP2A - 7,200# v
" AP2A - 7,500# ——— 216" WB
Models
SP3A o079
AP3A
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Rated GVWR up to 50,000# e 1 6 7 —
Approx. Wts. SP3A - 8,850#
AP3A - 9,300¢ cl6” WB
Specifications
Axles 25,000# Capacity 5" Round
Suspension Air Ride - 25,000# Capacity Per Axle; Spring Ride - 25,000# Capacity Per Axle
Brakes 1812"x7" Air
Drums Cast Spoke w/ 0il Seals
Rims 8.25x225
Tires 225/70R-22.5
Kingpins 2"
Fifth Wheel Fixed w/ Polymer Wear Disc
Lighting ICC Approved, Seal Beam Type & Sealed Wiring Harness
{CC Bumgper Rigid
Safety Cables {2) 112" x 150" Cable Assembly
Electric Connections 7 Way
Loading Rail 4" x 3" x 1/4" Corten Angle
Front Bulkhead 4" x 2" x 1/]4" Rectangular Tube
Dolly Frame 6" x 3" x 1)4" Rectangular Tube
Fifth Wheel Plate 318" High Tensile Reinforced
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