GALBREATH Roll-Off Hoist Specifications 

WC-OR-174   35,000 Lbs. 

WC-OR/IO/EX-174/194 Models

· Cable: 3/4" X 71', 6 X 37 IWRC, EIPS

· Cable Breaking Strength: 58,800 Lbs.

· Cable Hook End:  Pear Eye

· Cable Anchor End: Swedged Cable End

· Cable Travel:  27'

· Free Cable: (174 Model) 3' 11" or (194 Model) 1' 11" 

· Cable Sheaves:  10" Diameter with Bronze Bushing

· Hoist Frame:  4" X 10" X 3/8" One Piece Tube w/ A36 Wear Strip or Divider angle

· Sub Frame:  None

· Outside Frame:  34"

· Outside Rollers:(6) Outboard Supported 4" O.D. w/Bronze Bushing, Rear Outboard skid plates

· Lubrication:  Grease Fittings at Wear Points

· Factory Tested:  35,000 Lbs.

· Rated Capacity:  35,000 Lbs.

· Maximum Dump Angle:  47°

· Weight:  (174 Model) 5864 Lbs. or (194 Model) 5926 Lbs. Mounted with Oil

· Operating Pressure:  1850 PSI

· Oil Tank Capacity:  38 Gallons

· Total Oil in System:  74.5 Gallons

· Oil Filter:  300 GPM @ 100 PSI (In Tank) Replaceable Cartridge

· Oil Pump:  35 GPM @ 1500 RPM/ 47 GPM @ 1800

· Control Valve:  60 GPM 2 Spool Galbreath

· Cylinders:  

· Lift: (2) 6" Bore X 72" Stroke

· 4 1/2"" Rod, Single Stage, Double Acting

· Winch: (1) 7" Bore X 108" Stroke

· 3" Rod, Single Stage, Double Acting

· Hoist Up:  30 Seconds  Down: 13  Seconds

· Winch On:  31 Seconds  Off: 25 Seconds

· Containers:  (174 Model) 18' to 22' or (194 Model) 20' to 24'

